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Luer-Lock - connection for secretion hose

Sealing caps

 Pop-off  valve                       

Optional water lock  

Hydrophobic 
bacterial fi lter 

with integrated 
overfl ow protection

 Flow visualisation through bubbles

4-chambers for 
easy secretion balancing
(in milliliters)

For secretion channel

For pop-off -valve
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Specifi cations overview
of digital thoracic 
drainage systems

ATMOS® 
S 201 Thorax

ATMOS® 
C 051 Thorax

Max. suction performance 18 ± 2 l/min 5 ± 0,5 l/min

Vacuum regulation freely selectable -5 to -100 bar
in -1 mbar steps

-5 to -100 bar
in -1 mbar steps

Battery operation up to 12 h 16 h

Disposable secretion
canister system

2 l
4-chambers system

800 ml
2-chambers system

Hose system –
one hose for both systems  

Graphic color display  

Touchscreen  

Vacuum measurement
at the patient  

Real time fl ow measurement  

Monitoring function
in long- and short-term
(fl ow, vakuum, time)

 

Reading out therapy data PDF/ excel report via
USB stick

PDF/ excel report via
USB stick

Gravity drainage  mode
Digital 

gravity drainage mode
at -5 mbar

Digital 
gravity drainage mode

at -5 mbar

Night mode  

Rinsing function  

Mobility Universal bracket 
and/or carrying bag for canister

Universal bracket 
 and/or carrying strap



17

Secretion canister ATMOS®

S 201 Thorax
ATMOS®

C 051 Thorax

Canister volume 2000 ml 800 ml

Volume of the fi rst chamber 375 ml 180 ml

Full transparency for easy readout 
and balancing in fi ne steps
up from 10 ml

 

Sealing cap
for easy disposal  

Hydrophobic bacteraial fi lter with 
integrated overfl ow stop  

Pop-off  valve
for safety when coughing and by 
artifi cial respiration

 

Water lock  

Luer lock connection for safe and 
easy connection and disconnec-
tion of the hose system

 

Ergonomical design  
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REF 312.1160.01 2 3

4

REF 312.1170.0

REF 312.1150.5

REF 312.1031.0

ATMOS® S 201 Thorax
Accessories & consumables

ATMOS® S 201 Thorax REF
Mobile thoracic drainage system of the “S-class“. 
Suitable for transport within the hospital and to accompany the patient from the 
surgical intervention up to the end of therapy. Fully electronic monitoring, automat-
ic rinsing function, real-time fl ow measurement, fl ow history, data export via USB 
stick, warnings, night mode, ergonomic touchscreen colour display. 
Technical data:          Pump performance: 18 ± 2 l/min 
                                     Noise level: max. 31 dB (A) @ 1 m (acc. to ISO 7779)
                                     Dimensions (H x W x D): 336 x 250 x 168 mm
Included in delivery:  Basic unit, power supply cable, operating instructions quick guide

312.1100.0

Accessories ATMOS® S 201 Thorax
Universal bracket 312.1160.0

Carrying strap for ATMOS® S 201 Thorax 312.0850.0

Hose clamp 061.0079.0

Hose support 312.1029.0

Consumables ATMOS® S 201 Thorax
OR-Set for ATMOS® S 201 Thorax, pu 10 312.1031.0

Hose system, pu 10 312.1170.0

Disposable secretion canister , 2 l , pu 5 312.1150.5

1

2

3

4

10x each10x each

5x each
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REF 316.0200.0 REF 316.1100.0

REF 312.1170.0

1 2 3

54 REF 317.1000.0

REF 317.1100.0

ATMOS® C 051 Thorax REF
Mobile thoracic drainage system of the “C-class“. 
Suitable for transport within the hospital and to accompany the patient from the 
surgical intervention up to the end of therapy. Fully electronic monitoring, automatic 
rinsing function, real-time fl ow measurement, fl ow history, data export via USB stick, 
warnings, night mode, ergonomic touchscreen colour display. 
Technical data:     Pump performance: 5 ± 0.5 l/min 
                                Noise level: max. 34 dB (A) @ 1 m (acc. to ISO 7779)
                                Dimensions (H x W x D): 164 x 206 x 95 mm
Included in delivery:
Basic unit, carrying strap, charging device, 2-pole power supply cable, operating 
instructions, quick guide

317.0000.0

Accessories ATMOS® C 051 Thorax REF
Device bracket 316.0200.0

Carrying strap 316.1100.0

Consumables  ATMOS® C 051 Thorax REF
OR-Set for ATMOS® C 051 Thorax, pu 10 317.1100.0

Hose system, pu 10 312.1170.0

Disposable secretion canister, 800 ml, pu 10 317.1000.0

ATMOS® C 051 Thorax
Accessories & consumables

1

2

4

5

3

10x each 

10x each 10x each



For further information:   www.atmosmed.com

Contact:
ATMOS MedizinTechnik GmbH & Co. KG
Ludwig-Kegel-Str. 16
79853 Lenzkirch / Germany
ApplicationSolutions@atmosmed.de P0
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